
EXTERIOR SURFACES

DIRT
-Always remove dirt and stains from painted walls before it 
 accumulates and reduces the potential for mildew to grow.

LANDSCAPE
-Landscaping should be trimmed so it is not making contact with 
 painted surfaces. Foliage with extended contact with painted 
 surfaces can lead to excessive moisture which can weaken the 
 paint film.

SPRINKLERS
-Inspect sprinkler heads to ensure that they are positioned away 
 from the walls of the home.

METAL 
-Metal surfaces should be checked for rust and corrosion. If rust 
 exists or is present, treat with a rust neutralizer, such as Ospho, 
 prime with a rust inhibiting primer and topcoat. 

INTERIOR SURFACES

CLEANSERS
-If attempting to clean use a mild soap and water solution 
 and avoid corrosive, gritty cleansers that could potentially 
 damage the integrity of the paint film.
ABRASION
-Use a cellulose sponge instead of a damp cloth to prevent 
 excessive surface abrasion. 
FINISH
-Always be sure to perform a test area in an inconspicuous place 
 and inspect to ensure it does not harm the finish.
-Flat latex paints can be difficult to clean and touching up
 with paint is preferred in some cases.
-Do not over-wet drywall surfaces or painted surfaces when
 cleaning.
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We understand your building is in investment and it is imporant that your paint looks great for years to 
come. Here are a few tips from Florida Paints on how to keep your painted surfaces looking fresh and new.



Maintenance TipsPaint a brighter day

QUALITY MAITENENCE

•	 Inspect all exterior surfaces for cracks and voids or 
anywhere a water tight seal is required.

•	 Repair any cracks or loose door / window openings with 
Florida Paints SunTech EP Acrylic Urethane Sealant.

•	 Any failing or de-laminating caulk should be removed 
prior to applying new sealant.

•	 Allow the new caulking to cure for 48 hours, before 
applying topcoat.

•	 Inspect exterior masonry walls for small hairline cracks, 
which are common to all new masonry surfaces.

•	 Masonry cracks should be repaired with a high-quality 
elastomeric patching compound and applied to blend 
with the surrounding stucco texture.

•	 Consult with your builder’s warranty department on 
cracks greater than 1/16” in width.

20 SAVE 20% OFF
retail price at any Florida Paints location.*

*This coupon must be presented at the time of purchase 
for offer to be valid. Offer extends to Florida Paints brand 
products only one coupon per household.

FLORIDA TESTED. FLORIDA APPROVED.
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PAINT PRO KNOWLEDGE

FREE DELIVERY

EXPERT COLOR MATCHING

TRUSTED PRODUCT WARRANTY

Paint made in Florida, 
for Florida.
For more information, visit our website at floridapaints.
com to find store locations, product information and 
the latest industry tips and trends.


